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H - BELT CLEANER, MILD STEEL
DESCRIPTION
A2MATERIAL
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GENERAL NOTES
1.
2.
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4.

WELDING SYMBOLS STANDARDTO ISO 2553 METHOD A.
REMOVE ALL BURRS AND SHARPEDGES
ALL DIMENSIONS IN MILLIMETERSUNLESS OTHERWISE STATED.
THIRD ANGLEPROJECTION
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BELLE BANNE CONVEYOR PRODUCTS

DATE

www.bbcp.com.au
e-mail    info@bbcp.com.au2500 mm BELT WIDTH, SIZE LL ARMS

12TUNGSTEN TIP1100485
12 SUSPENSION ARMS - LL 1101544
12CUSHION, STANDARD1100472
1POLE 2400mm - 73 mm DIA1100452
173mm SIDE ASSEMBLY (COMPLETE)1100601

QTYDESCRIPTIONITEM CODEITEM

2400 TIP WIDTH "B"

3900 POLE LENGHT "A"

MINIMUM  - DIMENSION  "B" + 150 mmMAXIMUM - DIMENSION  "A"  - 300 mm

(72
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2 - DRILL n14 THRU
TYP - BOTH SIDES

530

1

 

" Y"
"X"

"Z"
4

NOTES:1) REFER TO THE "H - BELT CLEANER IOMM" FOR FULL
    INSTALLATION, OPERATION AND MAINTENANCE INSTRUCTIONS2) DIMENSIONS "X", "Y" AND "Z" - THESE DIMENSIONS ARE DEPENDANT    ON THE BELT THICKNESS AND PULLEY DIAMETER, 
    REFER TO THE "IOMM" FOR FULL DETAILS3) THE TIP IS DESIGNED TO PERFORM CORRECTLY WHEN THE TIP    MEETS THE BELT AT 90 deg (NOM), 15 deg (NOM) BELOW THE CENTRELINE OF THE PULLEY.  REFER TO THE "IOMM" FOR FULL DETAILS

15 DEG(NOM)

(73
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